
FLEXIBLE COUPLING WITH
S.S. CLAMPS (TYP.)

SEAL RISERS WITH
EPOXY GROUT (TYP.) 20"

11,200-GALLON SEPTIC TANK

SANITARY TEE

NEW 24" RISER

4" OUTLET TO PUMP
CHAMBER  (1% MIN. FALL)

INLET

2" MIN.

APPROX. 12"

NEW SANITARY TEE WITH
EFFLUENT FILTER;
ORENCO  MODEL #FTJ0418-4
OR EQUAL

2/3 1/3

54" 51"

1,200-GALLON CONCRETE SEPTIC
TANK MANUFACTURED BY JENSEN

PRECAST OR APPROVED EQUAL

EXISTING GRADE

36"
MIN.

(TYP.)

2" TYP.

SPLICE BOX

NEW GATE VALVE

NEW PVC UNION

CHECK
VALVE

HIGH HEAD EFFLUENT PUMP;
STA-RITE MODEL  10 DOMO5121 (1/2 H.P. )
CAPABLE OF 10 GPM @ __' TDH;
PUMP RUNS AT 3 GPM

12" PRIMARY ON/OFF

REDUNDANT OFF

SECONDARY ON/OFF

30"
EMERGENCY

STORAGE

4"

8"

POWER

TO AUDIO
VISUAL ALARM

MANUAL OFF-AUTO SWITCH

NEW CUSTOM CONTROL PANEL TO CONTROL DRIP AND SAND FILTER PUMP (TIME-DOSED);
TO BE MOUNTED ON GATE OR 4"X4" POST;

SEPARATE CONDUITS FOR CONTROL WIRE AND POWER SUPPLY;
HIGH WATER AUDIBLE AND VISIBLE ALARM SHALL BE LOCATED IN BUILDING OR PANEL

51"

APPROX. 12"

2" MIN.

FROM SEPTIC

1" DELIVERY LINE TO
DRIP DISPERSAL

NEW 30" RISER

SANITARY TEE

1,200-GALLON PUMP CHAMBER 2

SEAL RISERS WITH
EPOXY GROUT (TYP.)

FLEXIBLE COUPLING WITH
S.S. CLAMPS (TYP.)

5"

ALARM

1,200-GALLON CONCRETE
SEPTIC TANK

RECIRCULATING SAND FILTER 4

4" SCH 40 PVC SLOTTED COLLECTION PIPE;
 USE COMMERCIALLY SLOTTED PIPE OR
SAW KERS ON 6" CENTERS

1 1-4" INSPECTION RISER
WITH UTILITY BOX (TYP.)

2" PVC SCH 40 PRESSURE
LINE TO SAND FILTER

1-1/4" PVC BALL
VALVE (TYP.)

2" TO 1-1/4" REDUCER (TYP.)

CLEAN OUT WITH THREADED
END CAP AT SURFACE(TYP.)

MONITORING WELL (TYP.)

12'
11'

1'

1'

6' O.C.

6'
24" O.C.

EDGE OF FIBERGLASS MOLD

TO PUMP TANK

 TOP VIEW

1-1/4" PVC LATERAL (2 SHOWN, 3 TO BE INSTALLED);
3/16" HOLES ON 1.5' CENTERS (24 HOLES TOTAL);

3' SQUIRT HEIGHT

6'

SLOPE = 1%

* SAND FILL

3/8" PEA GRAVEL
DECORATIVE ROCK

CROSS SECTION

RECIRCULATING SAND FILTER 3

CLEAN OUT

1-1/4" PVC LATERAL (2 SHOWN, 3 TO BE INSTALLED);
HOLES POINTED DOWN;

WITH SHIELDS

30 MIL PVC LINER

4" PERFORATED UNDERDRAIN;
SLOPE TO PUMP CHAMBER

9"

2" (TYP.) OR
INSTALL WITH UTILITY BOX

13.5"

1.5"

24"

10"PEA GRAVEL

NATIVE GRADE

NATIVE GRADE

INSTALL WITH CLEANOUT
AT SURFACE

49"
TOTAL
DEPTH

TO OUTLET

INSTALL WATER TIGHT
OUTLET BOOT  (LIB #400)

INSTALL WATER TIGHT
OUTLET BOOT (LIB #200)

SEAL (TYP.)

MONITORING WELL;
INSTALL AT BOTTOM OF SAND

AND TOP OF SAND

TO PUMP
CHAMBER

INSTALL WATER TIGHT
OUTLET BOOT (LIB #400)

EFFECTIVE SIZE OF SAND/GRAVEL
APPROXIMATELY 2.0 MM;
UNIFORMITY COEFFICIENT LESS THAN 2.5;
CLEAN, WASHED AND FREE OF FINES

2" (TYP.) OR
INSTALL WITH UTILITY BOX

BIOTUBE PUMP PACKAGE

FLOAT ASSEMBLY
MODEL # MF3A

RECIRCULATING SPLITTER VALVE (RSV) WITH
QUICK DISCONNECT

8" PRIMARY ON/OFF

REDUNDANT OFF

SECONDARY ON/OFF

21"
EMERGENCY

STORAGE

4"

15"

3"

ALARM

30 MIL PVC LINER2" DELIVERY LINE TO
SAND FILTER

12"
MIN.

HIGH HEAD EFFLUENT PUMP;
STA-RITE MODEL DOMO5121  (1/2 H.P.)

CAPABLE OF 20 GPM @ __' TDH;
PUMP RUNS @ 20 GPM

RETURN FROM DRIP FIELD

5" WOOD PERIMETER
TO HOLD LINER

35"

800 GALLONS
14 GAL PER INCH

400 GALLONS
6 GAL PER INCH

RSV RETURN FROM
DAND FILTER

NEW 24" RISER

6" FLOW
INDUCER
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GRAVEL
DRIVEWAY

EXISTING
3-BEDROOM
RESIDENCE

EXISTING
SCREENED
GARDEN

CONCRETE DITCH

EXISTING TANK TO
BE ABANDONED

EXISTING 6' X 13'  FIBERGLASS TANK TO
BE CONVERTED TO NEW RECIRUCULATING SAND FILTER

NEW 4" ABS GRAVITY
SEWER LINE

EXISTING LEACHFIELD;
786 FT² PER 2007 PLANS

NEW 1,200-GALLON CONCRETE
DUAL COMPARTMENT
PUMP CHAMBER

P/R

P

NEW 1,200-GALLON CONCRETE
SEPTIC TANK

RECIRCULATION TANK

SUMP PUMP

NEW 1" PVC DELIVERY LINE
TO DRIP FIELD

NEW 1" PVC RETURN LINE
FROM DRIP FIELD

NEW 3" ABS GRAVITY RETURN
LINE FROM SAND FILTER

NEW 2" PVC DELIVERY LINE
TO SAND FILTER

TRAFFIC BARRIER

ALL LINES INSTALLED IN
8" PIPE WITH SAND /
TRAFFIC RATING
THROUGH DRIVEWAY

10'

* Survey provided by owner from county file
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Gravity Line

Pressure LineAV

C/O

Monitoring Well

Clean Out

Air Release Valve

Soil Profile Trench

Percolation Test

Check Valve

LOCATION MAP (NO SCALE)
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